
Double layer knee

Two layer waterproof fabric
Stretch PU for comfort

All seams are heat sealed

Front angled pockets that 
open to body

Full elasticated waistband 
with drawcord

Adjustable press snap 
hem opening

Reflective heat sealed 
biomotion tape

BP6936T | TAPED STRETCH PU RAIN PANTS

FEATURES
 ⁄ Two layer waterproof fabric

 ⁄ Waterproof rating: Up to 22,000mm H20

 ⁄ Reflective heat sealed biomotion tape

 ⁄ Stretch PU for comfort

 ⁄ All seams are heat sealed

 ⁄ Full elasticated waistband with drawcord

 ⁄ Adjustable press snap hem opening

 ⁄ Front angled pockets that open to body

 ⁄ Double layer knee

COLOURS
Navy (BPCT)

SIZES 
XS - 6XL
Traditional Fit

FABRIC 
100% PU Coated 
190gsm

Navy
(BPCT)

AUSTRALIAN AND INTERNATIONAL STANDARDS
 ⁄ AS/NZS 2621:1998 Textiles - Guide to the Selection of Correct Care Labelling Instructions 

from AS/NZS 1957 

 ⁄ AS/NZS 2392:1999 Textiles - Labelling of Clothing, Household Textiles & Furnishing

 ⁄ AS/NZS 1957:1998 Textiles - Care Labelling

 ⁄ AS/NZS 2622:1996 Textiles Products - Fibre Content Labelling

 ⁄ AS/NZS 4399:2017 Sun Protection Clothing - Evaluation and Classification

 ⁄ AS/NZS 1906.4:2010 Hi Visibility Materials For Safety Garments

 ⁄ AS/NZS 4602.1:2011 Hi Visibility Safety Garments. Garments for High Risk Application

 ⁄ AS/NZS 1020:1995 The Control of Undesirable Static Electricity

 ⁄ ASTM D5489-07 Standard Guide for Care Labelling Code Using Symbols for Care 
Instructions on Textile Products

 ⁄ ISO 14184-1 Textiles - Determination of Formaldehyde - Part 1: Free and Hydrolized 
Formaldehyde (Water Extraction Method)
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